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“ APP Iink, code I0S system searches for "OPK" in the App Store | Android system downloads from OPK website

01. Open the app

OPK Smart Home

04. Click OK. Begin to search the
equipment

BLE Status:

v

BLE Opened!

07. Device connecting

OPK-6632

O

29

Connecting,Please Waitting

Connected!

02. Click optional position

—anll 4G 96% (-

No BLE Found,Click to Search

05. Find device

BLE Status:

BLE NAME:OPK-6632

-

26

Searching OPK smart Home Device, please wait

08. Click the singal at the top right

OPK-6632 :
H L)

Liner Motor System

=

03. Turn on the bluetooth

BLE Status:

BLE OFF!
Turn on BLE?

06. Press device name

B <untl 4G 96%

ON

BLE NAME:OPK*GG‘

09. Open the operating parameters
adjustment

B —antl 4G 9

OPK-6632 H

Liner Motor x Parame'.etting

< Version

OPEN CLOSE

BUZZER
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10. Enter the password and press OK 11. Press Coding button
The continuous "di di di..." sound
OPK-6632 : Parameter Setting : from the track system press the
remote control; the sound stops,
Liner Motor System Speed: remote control coding is done.
low High

Holding Time:

0 30 /\
Please Input Password Auto Close: » Direction: »
...... Auto Lock: » Top Sensor: »
/ Hold Force: » Phone Bundling: = 1

SELF-STUDY
L]

BUZZER v

2 Battery replacement

default 888888

Technical Parameter

Power supply Emission current
(Wireless receiver) DIEZeY (Transmitteer) St
. Receiver
Static current 100mA -96dBm
. Life of battery The average press 100 time per
AN @ A It QL EEPE day, can withstand 800 days

L . Over 20 meters in
Emission distance
no obstacles area

Main contact capacity N/A
(Wireless receiver)
Contact suction holding time Product size
(Wireless ess receiver) A (Transmitter) Ut {Ee A L)

Power supply(Transmitter) 3V battery fégg:ic\}esri)ze 155mm(L)X30MM(W)X20MM(H)

Standby current (Transmitteer) <0.01uA




