—ITTINGS. Model 3200

Timeless Connection

ASSEMBLY INSTRUCTIONS

MAX min. 550 MAX oo 10-10,76
150KG  MAX 1200 3500 12-12,76 mm
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Machining clamps profile
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2 Assembly clamps profile

Insert the spacer in the clamp

N

D3 10 mm
@ 3,5 10,76 mm
QD4 12 mm
J 4,5 12,76 mm

Insert clamps profiles

Place and screw the clamp on the clean panel




3 Tightening clamp profile

Insert the platelet in the clamp profile

Verify the right position of the clamp




4 Assembly panel “D”




5 Assembly panel “C”
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6 Assembly panel
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7 Assembly panel “A”
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8 Panels mounting

10 Fix the switch component
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12 Adjust and screw the trolley

20 mm

H
ngmm

Clean the glass and profile before
installing.

Glass cleaner B i:'sg
Art.no. 91.1800.000.00

% Do not install on cold glass
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14 Assembly floor bush
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“A“ + MBM +HDM + wucu

G-FITTINGS GmbH
Marie-Curie-Strafle 16-18
D-46446 Emmerich am Rhein
T +49 (0) 28 2 / 9620

F 449 (0) 28 22 / 962-221

E sales@g-fittings.com

| www.g-fittings.com






